




The MAKS1A 3.0  is a powered 18 "subwoofer, whit programmable onboard DSP.

inputs and outputs for creating a wide array of speaker con�gurations. The ampli�er mounted on board is class D, delivering 2 x 1.100 W at 8Ω / 1.600w at 4Ω, with a max 
THD of 1% (EIAJ test @ 1kHz).

The MAKS1A features an button to select your four presets.

The MAKS1A has an two Speakon output to connect to wide array of passive speakers including mid-high models (MAK3P, MAK5P, MAK8P, MAK10P, FORCE H108P or additional 
passive subwoofers (MAKS1P).

To optimize performance, the on-board DSP includes up to 4 programmed presets.
It has 3 volumes, one for general control, another for subwoofer control and another  for satellite control.

The unique four-corner port con�guration provides symmetrical back loading to the speakers, for extended bass response with very low distortion. The port con�guration
also provides incredible structural strength to The cabinet, despite its light weight. Pocket handles and an M20 thread mount position for attaching mid-high speakers makes the
subwoofer convenient to use and ideal for medium throw applications in theaters, concert halls, and Audio / Video installations.

All MAKS components are designed by Unka Sound and custom made under Unka Sound quality control system All MAKS components are designed by Unka Sound and custommade 
under Unka Sound quality control system.

APLICATIONS:

- PA systems.
- Audio-Visual applications.
- Concert Halls.
- Disco-Bars and Discotheques.
- Drum Fill and Side Fill system



TECHNICAL SPECIFICATIONS MAKS1A 3.0
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COLORS & PREMIUM FINISHES AVAILABLE
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Technical Specifications

GENERAL

Transducers 1x 18” neodymium magnet woofer 3“ voice coil.

Frequency Response 30 Hz – 150  Hz (-3 dB) preset dependent.

Maximun SPL 133 dB (peak)

Coverage Omni

CROSSOVER

Frequency 150 hz.

AUDIO  OUTPUT

Connectors 1x Speakon out subwoofer / 1x Speakon out tops

Wiring PIN1+ = CH1+  /  PIN1- = CH1-                     PIN2+ =N.C.  / PIN2- = N.C.

HANDLING

Dimensions ( WxHxD ) 500 x 500 x 557 mm (19,68 x 19,68 x 21,92 in)

Weight 28 kg / 61,73 lb

1.100w  8 Ohm  /  1.600w  4 OhmMaximum Ampli�er Power

Speaker Handling 1.000w 

Type DSP controlled preset speakers

POWER  INPUT

Connectors 1x Powercon In  /  1x Powercon link

AMPLIFIERS

Type 1x Modules class D - Dsp controlled

Dinamic limiter, over current, over temp, short circuits.Protections

Power 2x 1.100 watt @ 8 Ohm  /   2x 1.600w 4 Ohm 

AC POWER

Operanting range Standard 115 - 240 Vca 50Hz. ( standard )  /  300w.

Max continuos and burst current Standard 12A ( >10sec.) - 24A (> 1sec.)


