
DJ DRUMFILL
UNKA FRONTFILL

14KW     21KW
       28KW       35KW

        42KW    49KW

                    56KW
SOUND IKMH15A

ATRACTIVO SENCILLO

IKS18PSYSTEMS MÍNIMO

MAK FULL ZERO 
PASIVO 

IKS70A 8.000WMAK12V1A
TIEMPO DE MONTAJE

MAKS8A

SOUND SYSTEMS



TECHNICAL SPECIFICATIONS

COLORS & PREMIUM FINISHES 

Black White Custom
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1000w  

35 Hz - 20 KHz  +/- 3dB 

127 dB CONTINUOS - 133 dB PEAK

100 Hz

1 x 12” NEODYMIUM   1 x 2,9”

50 x 50 x 55,7 cm  (19,69”x19,69”x21,93”)

20 Kg   (44,09 lb)

ACOUSTICS

CROSSOVER

TRANSDUCERS

PHYSICAL

480w                    POWER HANDLING

MAXIMUM AMPLIFIER POWER

OPERATING FREQUENCY RANGE

MAXIMUM SPL

FREQUENCY

         LOW FREQUENCY

DIMENSIONS

WEIGHT

SPL 1W / 1 MT 98 / 105 dB 

AUDIO POWERED  INPUT / OUTPUT
CONNECTOR

WRING

FEMALE SPEAKON

PIN1+ = CH1+  /  PIN1- = CH1-  /  PIN2+ = N.C. / / PIN2-= N.C.

COA12P is an active coaxial speaker made in 
form of Subwoofer and designed to be 
versatile solution as Stand-Alone, Side Fill and 
Drum Fill speaker.

PRODUCT DESCRIPTION:

COA12P is made of 15mm plywood and it 
weights only 20 kg. Containing one coaxial 
12” speaker it could be powered by any 
conventional ampli�er reaching 500W of 
power. Used as a stand-alone speaker or in 
conjunction with our IKS18A active subwoofer,
 it is an ideal solution for Side-Fill and 
Drum-Fill applications.

APLICATIONS:

- Small, short throw PA systems.
- Drum Fill monitoring system.
- Side-Fill monitoring system.


